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FABRICS
4 FOR LIFE

NL

Hitch is een zacht en soepel kunstleer met de uitstraling van fijngeweven geotextiel.

De collectie voldoet aan de hoogste eisen en is geschikt voor de volgende markten:
gezondheidszorg, transport, kantoor, vliegveld, horeca, jachten en schepen, projectmarkt
en particuliere woningen.

Hitch kan zowel binnen als buiten worden toegepast en is geschikt voor het stofferen van
kussens, banken, stoelen, zorg- en projectmeubilair en wanden. Verkrijgbaar in 29 warme,
aardse kleuren.

EN

Hitch is a soft and flexible vinyl with the appearance of finely woven geotextile.

The collection meets the highest standards and is suitable for the following markets:

contract, healthcare, transportation, airports, ships and yachts, office, hospitality and residential.

Hitch can be used both indoors and outdoors, and is suitable for the upholstery of cushions,
chairs, sofa’s, project furniture and walls. Available in 29 warm, earthly colours.

CHARACTERISTICS

Composition: Topcoat: 100% Vinyl (Mildew resistant backing and face)
Backing: 100% Polyester Hi-Loft

Weight: 680 gr/ m?

Thickness: 1,15 mm

Roll Width: 137 cm

Roll Length: 30 meter

Abrasion resistance: >100.000 cycles (Martindale) (EN ISO 12947:1999 Part 2)

UV-resistance: XENOTEST DIN 54004/ NTC 1479

Finishes: Antifungal, antibacterial and antistatic, sulfide stain resistant

EN 71-3 Safety of Toys (Migration of certain elements)

Flame Retardancy: EU: EN 1021 Part1 & 2
EU: IMO FTP 2010 Code MSC.307 (88) Part 8 3.1 & 3.2
ES: UNE 23.727-90 1R/M.2
FR: NF P 92-503/M2
DE: DIN 4102 B2
IT:  UNI 9175 (1987)/UNI 9175/FA1 (1994) Classe 1.IM (UNO | EMME)
AT: ONORM B 3825, Gruppe 1- Schwerbrennbares Verhalten
AT: ONORM A 3800 Teil 1, Qualmbildungsklasse Q1
US: FMVSS 302 /FAR 25/853
(MED) Marine Equipment Directive
ECE R118.02 (replaces Directive 95/28/CE) Annexes 6, 7 & 8
EN 71-2:2006+A1:2007 — Safety of Toys-Part 2: Flammability
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